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Pump
AIRFILTER NS18S
FS008
Discharge Tube
DT031

Pressure Gauge
1400111

Manual
1400482

Pressure Switch
Cover Only
PS3799033

Unloader Valve Kit
1400557

Compression
Fittings
FIB0404ME4S

Pulley Key
14616402

Anti-vibration Pads
VPT844

0il -1 quart
1400573

Drive Pulley - SAK5958
Belt - BAS4

Check Valve - CV21
Unloader Line - 1400425

Beltguard
BG24163SMALL
Motor
M182711

Pressure Switch
PSMDR21130

Safety Valve (150psi)
1400110

@ OBA

Tank

Tank Drain
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NS18S

PART
NUMBER

3660100
3630000
3860400
3860401
3660200
3660160
2840050
1421100
3610100
9140040
9020011
9020041
9020071
FS006

2060690
2060590
9170030
9024021
9163010
9110014
9004008
3650100
3650201
2850300
2850400
2050500
3670200
9101594
9101144
9101094
9107254
9114273
9101154
9022001
3600100
3021200
3670102
FEO04
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Pumps
PART
DESCRIPTION

Crankcase
Cylinder

Head (NS18S)

Head (B3800)
Crankshaft

Crankcase Bottom
Valve Assembly

Piston

Conrod

Circlip

Step Ring

Compression Ring

Oil Ring

Filter Assembly (NS18S)

Main Bearing Housing (NDS)
Main Bearing Housing (DS)
Main Bearing (6205)

Oil Fill Plug

oil Seal

Flywheel Bolt

Flywheel Washer
Crankcase Bottom Gasket
Frame Gasket

Cylinder Gasket

Head Gasket

Bearing Housing Gasket
Aftercooler Gasket

Head Bolt

Aftercooler Bolt

Bearing Housing Bolt
Cylinder Bolt

Crankcase Bottom Bolt
Oil Drain Plug

Oil Sight Glass

Flywheel

Wist Pin

Aftercooler

Filter Element (NS18S)

Filter Adapter




Notes:

· RUN TIME/DUTY CYCLE: 30MIN 1HOUR / 50-100%; PUMP HAS TWO PISTONS SAME SIZE WORK TOGETHER

· 40WT NON-DETERGENT OIL MUST BE USED

· MUST HAVE 230VOLTS /1 PH

· 30 AMP BREAKERS

· CLEARANCE OF 18 INCHES BETWEEN WALL AND COMPRESSOR REQUIRED FOR PROPER VENTILATION

· LEAK/PROBLEM WITH VALVE BEHIND PRESSURE SWITCH COULD BE CHECK VALVE CUSTOMER CAN REMOVE AND CLEAN TRASH

· Torque specs on head are 18-20 ft lbs.  After about 6 cycles, recheck the torque specs after replacing gaskets

LOWE’S ITEM #: 134819
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