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Tank Drain
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Drive Pulley SAK51H Unloader Line FINB4040
Belt BA6O

Check Valve cva1

Beltguard Fastener 5001369 March 2005
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Number Description Quantity Part Number
1 Crankcase 1 5951101
2 Cylinder 1 5930001
3 Head 1 5961405
a Crankshaft 1 5961200
5 Crankcase Bottom 1 5961301
6 Valve Assembly 1 5940051
7 Conrod Insert (Half Bearing) 4 9013013
8 Conrod 2 5011101
9 Conrod Nut 4 9126234
10 HP Piston 1 5021100
1 LP Piston 1 5922100
12 HP Wrist Pin 1 5021200
13 LP Wrist Pin 1 5922200
1 Circlip 4 9140050
15 HP Step Ring 1 9020014
16 HP Compression Ring 1 9020044
17 HP Oil Ring 2 9020074
18 LP Step Ring 1 9020035
19 LP Compression Ring 1 9020047
20 LP Ol Ring 1 9020065
21 Ar Filter Assembly 1 5281000
2 Ar Filter Element 1 5281100
23 Bearing Housing (NDS) 1 5061690
2 Bearing Housing (DS) 1 5061590
25 Intercooler Tube 1 5962020
2 Flywheel 1 4000101
27 Main Bearing (6206) 2 9170020
28 Oil Sight Glass. 1 9022003
29 Ol Fill Plug 1 9024011
30 Oil Seal 1 9163020
31 Flywheel Boft 1 9110024
32 Flywheel Washer 1 9004009
33 Crankcase Bottom Gasket 1 5950101
34 Crankcase Gasket 1 5950201
35 Cylinder Gasket 1 5950300
36 Valve Plate Gasket 1 5940301
37 Head Gasket 1 5050400
38 Bearing Housing Gasket 2 5050500
39 Intercooler Gasket 1 5950600
40 Safety Valve (114" 65psi) 1 9049064
a1 Head Bolt 5 9101756
22 Bearing Housing Bolt 8 9101144,
43 Cylinder Bolt 6 9101324
44 Crankcase Bim. Bolt 12 9114262
45 Intercooler Bolt 3 9101154
48 Oil Drain Plug 1 9101154
a1 Inlet Filter Boit 2 9101524
48 Aftercooler Gasket 1 5070200
49 Aftercooler 1 5070101
50 Safety Valve (114”217 psi) 1 9049032
Kits

Gasket Kit 53N0056 HP Ring Kit 8227093

HP Running Gear Kit 8226502 LP Ring Kit 8227092

LP Running Gear Kit 8226503
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Notes:

· RUN TIME/DUTY CYCLE: 45MIN 1HOUR / 50-100%; PUMP HAS TWO PISTONS DIFFERENT SIZE FOR TWO STAGE

· 30WT NON-DETERGENT OIL MUST BE USED

· MUST HAVE 230VOLTS /1 PH

· 40 AMP BREAKERS

· CLEARANCE OF 18 INCHES BETWEEN WALL AND COMPRESSOR REQUIRED FOR PROPER VENTILATION

· LEAK/PROBLEM WITH VALVE BEHIND PRESSURE SWITCH COULD BE CHECK VALVE CUSTOMER CAN REMOVE AND CLEAN TRASH

AIR FILTER - 5281000





LOWE’S ITEM #: 134749








